
Z6951 Aqua-FIT® Faucet
Fulmer Series™

Patented and Patents Pending

With its beautiful curves and low-profile display, the 
Zurn Fulmer Series™ sensor faucet blends sophisticated 
restroom design with innovation. Featuring Zurn’s 
Flexible Installation Technology, the Fulmer is easily 
customized for the ideal restroom environment.

Features and Benefits
•	 Available	in	four	finishes.	Polished	chrome	is	

standard, and polished nickel, brushed nickel,  
and polished brass are available as options.

•	 Complementary	top-fill,	sensor	soap	dispenser	
available	in	matching	finishes	for	a	coordinated	 
restroom design 

•	 Water	conserving	options	with	LEED	flow	rates	 
of 0.5 gpm / 0.35 gpm

•	 10-year lithium battery upgrade option for sustainable 
energy savings

•	 Hidden sensor lens delivers reliable and hygienic 
hands-free operation

•	 Zurn’s Flexible Installation Technology allows for 
field	adjustable	time-out	durations,	sensor	range	
adaptations, and metering options that easily adapt  
to any environment



ENGINEERING SPECIFICATIONS
ADA-compliant, battery powered, chrome plated sensor faucet for retrofit 
and new construction.

• Customizable settings
 – Time-out
 – Line purge
 – Sensor range
 – Metering mode

• Occupant detection
 – Infrared convergence-type proximity sensor
 – Thirty second time-out feature

• Spout module
 – Chrome plated zinc

• Also Includes
 – In-line filter
 – 4 “AA” batteries
 – Inlet for a 1/2" [13mm] ball riser

FLOW RATE OPTIONS
-E 1.5 gpm/ 5.7 Lpm Vandal-Resistant Aerator

-F  0.5 gpm/1.9 Lpm Vandal-Resistant Non-Aerated

-J  1.5 gpm/ 5.7 Lpm Vandal-Resistant Laminar Flow

-K  1.0 gpm/ 3.8 Lpm Vandal-Resistant Laminar Flow

-L  1.0 gpm/ 3.8 Lpm Vandal-Resistant Aerator

-M  0.35 gpm/1.3 Lpm Vandal-Resistant Non-Aerated

-N  0.5 gpm/ 1.9 Lpm Vandal-Resistant Laminar Flow

COLOR CHOICES
 Polished chrome – standard

-PN Polished nickel

-BN  Brushed nickel

-PB  Polished brass
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Aqua-FIT® Faucet - Fulmer Series™
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Z6951-XL Z6951-XL-CWBZ6951-XL-ACA

Aqua-FIT® is a trademark of Zurn Industries, LLC.

TYPICAL Z6951-XL
AquaSense Battery
Powered Faucet

TYPICAL Z6951-XL-ACA
AquaSense Plug-In
Powered Faucet

TYPICAL Z6951-XL-CWB
AquaSense Hardwire
Powered Faucet

Optional:
* Optional  -MJ mini junction box
for connecting up to 8 faucets

Optional Mixing Valves

          P6900-MV
Temperature Mixing Valve

          P6900-MT
         Mixing Tee

NOTE: MUST USE EITHER ZURN
P6000-HW6 HARDWIRE POWER
CONVERTER OR ZURN P6000-
ACA PLUG-IN POWER CON-
VERTER TO ENSURE PROPER
OPERATION. USING A POWER
CONVERTER OTHER THAN
ZURN MAY RESULT IN OPERA-
TION MALFUNCTION OR UNIT
FAILURE.

NOTE: Recommended
through hole diameter to
properly mount the spout/
shank is 1-1/8” to 1-1/4”.

RED
VDC

BLUE
GND

R

" " " "

7 .6  VDC
OUT

BL ACK

BL ACK with
WHI TE STRI PE

BL UE (- )

RED ( +)

W HIT E

BL ACK

1 2 0 VAC
I N

P600 0-HW6 WIRING

TO F AUCET
OR F LUSH VAL VE

C USUL®

Aqua-FIT® is a trademark of Zurn Industries, LLC.

TYPICAL Z6951-XL
AquaSense Battery
Powered Faucet

TYPICAL Z6951-XL-ACA
AquaSense Plug-In
Powered Faucet

TYPICAL Z6951-XL-CWB
AquaSense Hardwire
Powered Faucet

Optional:
* Optional  -MJ mini junction box
for connecting up to 8 faucets

Optional Mixing Valves

          P6900-MV
Temperature Mixing Valve

          P6900-MT
         Mixing Tee

NOTE: MUST USE EITHER ZURN
P6000-HW6 HARDWIRE POWER
CONVERTER OR ZURN P6000-
ACA PLUG-IN POWER CON-
VERTER TO ENSURE PROPER
OPERATION. USING A POWER
CONVERTER OTHER THAN
ZURN MAY RESULT IN OPERA-
TION MALFUNCTION OR UNIT
FAILURE.

NOTE: Recommended
through hole diameter to
properly mount the spout/
shank is 1-1/8” to 1-1/4”.

RED
VDC

BLUE
GND

R

" " " "

7 .6  VDC
OUT

BL ACK

BL ACK with
WHI TE STRI PE

BL UE (- )

RED ( +)

W HIT E

BL ACK

1 2 0 VAC
I N

P600 0-HW6 WIRING

TO F AUCET
OR F LUSH VAL VE

C USUL®

Aqua-FIT® is a trademark of Zurn Industries, LLC.

TYPICAL Z6951-XL
AquaSense Battery
Powered Faucet

TYPICAL Z6951-XL-ACA
AquaSense Plug-In
Powered Faucet

TYPICAL Z6951-XL-CWB
AquaSense Hardwire
Powered Faucet

Optional:
* Optional  -MJ mini junction box
for connecting up to 8 faucets

Optional Mixing Valves

          P6900-MV
Temperature Mixing Valve

          P6900-MT
         Mixing Tee

NOTE: MUST USE EITHER ZURN
P6000-HW6 HARDWIRE POWER
CONVERTER OR ZURN P6000-
ACA PLUG-IN POWER CON-
VERTER TO ENSURE PROPER
OPERATION. USING A POWER
CONVERTER OTHER THAN
ZURN MAY RESULT IN OPERA-
TION MALFUNCTION OR UNIT
FAILURE.

NOTE: Recommended
through hole diameter to
properly mount the spout/
shank is 1-1/8” to 1-1/4”.

RED
VDC

BLUE
GND

R

" " " "

7 .6  VDC
OUT

BL ACK

BL ACK with
WHI TE STRI PE

BL UE (- )

RED ( +)

W HIT E

BL ACK

1 2 0 VAC
I N

P600 0-HW6 WIRING

TO F AUCET
OR F LUSH VAL VE

C USUL®

POWER SUPPLY CHOICES (SOLD SEPARATELY)
-ACA  6 VDC Plug-In Power Converter

-HW6  Hardwired Power Converter

-LL  10-Year Battery – Long Life

OPTIONAL POWER SUPPLY ACCESSORIES
-CWB  Connector Wire for Hardwire Install

-MJ  Mini Junction Box


